e X-rite

NetProfiler Features and Minimum System Requirements PANTONE®
NetProfiler

Accessible via any supported browsers °

Instrument connectivity via Autura™ NEX .

Generate New Profile ° °

Validate Profile °

Reload Profile . °

Profile Certificate History ° .

Internet Connection Required °

Supported Devices eXact and eXact 2 eXact Family, Ci7x Family, Ci6x

Family (except Ci60), IntelliTrax2,
VS3200, Ci4200, Ci52, 900 series,

Datacolor (SF6xx)
Supported languages Chinese, English, French, Chinese (simplified), English,
German, Greek, Italian, French, German, ltalian,
Japanese, Spanish Japanese, Spanish

X-Rite Link

Accessible via any supported browsers °

Device Fleet Dashboard .

Import NetProfiled Devices °

Device Details (Warranty, Certification Status, NetProfiler History, etc.) .

Device Fleet NetProfiler Statistics Overview .

Device Fleet Service Records .
NetProfiler Online Minimum System Requirements

Web Browser Safari 14.1, Chrome 96, Edge 97, Firefox 96, Chrome on Android 100, Safari on iOS 12.2

Display Resolution 1920x1080

Internet Connection Broadband

Processor 12th Generation Intel Core i5 running at 3.2Ghz

RAM 4GB

Operating System Windows® 10

Hard Disk 5GB free space
NetProfiler Desktop Minimum System Requirements

Display Resolution 1024x768

Internet Connection Broadband

Processor Core 2 Duo

RAM 4GB

Operating System Windows® 10

Hard Disk 5GB free space

Read/Write/Modify Access \ProgramData\GM\NP\AppData\Roaming\X-Rite\NP3
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e Xrite

NetProfiler Features and Minimum System Requirements PANTONE®
Autura™ NEX
| Features .

Connect to X-Rite spectrophotometers via USB port or Wi-Fi .

Send measurement data to supported X-Rite cloud-based software .

Live video preview °

X-Rite device calibration and configuration .

Supported X-Rite devices eXact, eXact 2, MA-T12, MA-T6, MA-T5, MA*,

Ci6l, Ci62, Cie4d, Cie4uVv
Supported languages Arabic, Chinese, German, Greek, English, Spanish,

French, Italian, Japanese, Korean, Polish,
Portuguese, Turkish

Autura™ NEX Minimum System Requirements

Minimum Specification

Display Resolution 1920x1080

Processor 12th Generation Intel Core i5 running at 3.2Ghz
RAM 4GB

Operating System Windows® 10

Hard Disk 5GB free space

USB Port 1 USB 2.0 port for each connected instrument
Wi-Fi Wi-Fi 802.11b/g (2.4GHz)

URL Access Requirements

NetProfiler Online https://netprofiler.xrite.com
Authentication https://account.xrite.com/connect/token
NetProfiler API https://np4-service.xrite.com
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